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CD Curtain Drive 

 

A single and compact drive unit 
able to solve most of your needs 

 
CD Curtain Drive is a compact drive unit able to suit almost all 
requirements. A simple and straightforward solution for medium 
stages and studios.  
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CD Curtain Drive 

 
The CD Curtain Drive is a compact unit able to pull the operating cords of a 
curtain, with no limitations regarding its length. 
 

 

 

KEY ADVANTAGES 
Track, wall or floor mounting   The chassis of the drive unit features a 
number of installation holes which can be used to easily match with a large 
set of installation brackets. The unit can be installed in any position, vertically 
or horizontally. 

Adjustable to the rail centres   Operating rope leaves/enters the unit through 
two pulleys which can be adjusted in different position to match with the rail 
axis. The CD Curtain Drive can also be installed off-centre with respect to the 
track. 

Manual operations easy available   As a standard, the unit incorporates a 
clutch automatically releasing the motor at power cut-off, allowing for an 
immediate manual operation of the curtain. 

Configurable   CD Curtain Drive can be configured to meet with different 
performances. 

 
 MAIN FEATURES AND OPTIONS 
 
Silent operation   The unit is built to work with a polyester 
rope and incorporates components ensuring very low noise 
operation of the curtain. 
Limit switches   Travel of the curtain is limited by a set of two 
limit switches to be installed on the track. 
Adjustable top pulleys   The unit is provided with two 
diverting pulleys collecting the rope when leaving/entering 
the unit. The position of these pulleys can be adjusted to 
better suit the different installation conditions. 
Electromagnetic clutch   The operating rope is linked to the 
motor through and electromagnetic clutch. Releasing of the 
motor makes the curtain very easy to be moved manually. 
Position always available   Optionally the curtain position 
can be detected by an absolute encoder which can be 
incorporated in the unit. The encoder is always connected to 
the operating rope so that the system keeps the position in 
case of both power outage and manual operation. 
Low-maintenance   All components are designed to perform 
a working life of 400 hours at full speed and full load and to 
be maintenance-free. 
Control system   CD Curtain Drive naturally go with        
entry-level variable speed control solutions but it can also   
be integrated in high-level systems for coordinated 
operations. 
 

 
 
Standard configuration: 
 
CD200   -   0.75 kW power 
Speed: 1.1 m/s 
Operating  rope: Ø8 mm, polyester rope 
Including automatic release for manual operation at 
power cut-off 
Unit size: 300 x 635 x 145 mm 
Self-weight: 50 kg 
 
Maximum curtain weight: 

- 200 kg on straight tracks 
- 130 kg on curved tracks 

 
 

 
 


